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More details and final information 
can be found by scanning or 
clicking the QR codes. FWC-BT FWC-BF

Indoor unit FWC-BT/BF        
-pipe -pipe

Cooling capacity 
(standard 
conditions)

Total 
capacity

High kW . . . . . . . . 
Medium kW . . . . . . . . 
Low kW . . . . . . . . 

Sensible 
capacity

High kW . . . . . . . . 
Medium kW . . . . . . . . 
Low kW . . . . . . . . 

Heating capacity 
(standard 
conditions)

High kW . . . . . . . . 
Medium kW . . . . . . . . 
Low kW . . . . . . . . 

Power input High kW . . . . . . . .
Medium kW . . . . . . . .
Low kW . . . . . . . .

FCEER        
FCCOP        
Dimensions Unit HeightxWidthxLength mm xx
Weight Unit kg  
Fan Type Turbo fan

Quantity 
Air flow 
rate

High m³/h , , , , , , , ,
Medium m³/h  , , ,  , , ,
Low m³/h    ,    ,

Total sound power 
level

High dBA . . . . . . . .
Medium dBA . . . . . . . .
Low dBA . . . . . . .

Sound pressure 
level

High dBA . . . . . . . .
Medium dBA . . . . . . . .
Low dBA . . . . . . . .

Piping connections Drain OD mm VP (External dia. / internal dia. )
Power supply Phase/Frequency/Voltage Hz/V ~//-
Control systems Infrared remote control BRCEF / BRCEF

Wired remote control BRCD
For standard conditions refer to Measuring Conditions table, at the end of this catalogue

Round flow cassette

BLDC fan motor unit for ceiling mounting.  
° air discharge

 › ° air discharge ensures uniform air flow and temperature 
distribution

 › Modern style decoration panel in white (RAL)
 › Optional fresh air intake
 › Comfortable horizontal air discharge ensures draughtfree 
operation and prevents ceiling soiling

 › Possibility to shut  or  flaps for easy installation in corners
 › Standard drain pump with mm lift increases flexibility and 
installation speed

FWC-BT/BF


