
 

More details and final information 
can be found by scanning or 
clicking the QR codes. FWB-CT FWB-CF

Indoor unit FWB-CT/CF        
-pipe

Speed min med max min med max min med max min med max min med max min med max min med max min med max
Declared speed ,, ,, ,, ,, ,, ,, ,, ,,
Rated air flow (E) m³/h                   , , , , , ,
Available static pressure (E) Pa                        
Power input (E) W                        
Maximum current absorption A . . . . . . . .
Total cooling capacity ()(E) kW . . . . . . . . . . . . . . . . . . . . . . . .
Sensible cooling capacity ()(E) kW . . . . . . . . . . . . . . . . . . . . . . . .
FCEER class (E) D E D
Water flow () l/h                  
Water pressure drop ()(E) kPa                        
Heating capacity ()(E) kW . . . . . . . . . . . . . . . . . . . . . . . .
FCCOP class (E) D
Water flow () l/h                   , , , , , ,
Water pressure drop ()(E) kPa                        
Standard coil - number of rows        
Total sound power level () dB(A)                        

()(E) dB(A)                        
Outlet sound power level ()(E) dB(A)                        
Water content - standard coil dm³ . . . . . . . .
Power supply cable type NV-K
Cross-section area of power cables () mm² . . . . . . . .
Safety fuse F A        
Fuses type gG
Power supply Hz ~/
Control systems FWECA / FWECA / FWECA / FWECSA / FWTOUCH / FWECT / FWECT

-pipe
Speed min med max min med max min med max min med max min med max min med max min med max min med max
Declared speed ,, ,, ,, ,, ,, ,, ,, ,,
Rated air flow (E) m³/h                   , , , , , ,
Available static pressure (E) Pa                        
Power input (E) W                        
Maximum current absorption A . . . . . . . .
Total cooling capacity ()(E) kW . . . . . . . . . . . . . . . . . . . . . . . .
Sensible cooling capacity ()(E) kW . . . . . . . . . . . . . . . . . . . . . . . .
FCEER class (E) D E D
Water flow () l/h                  
Water pressure drop ()(E) kPa                        
Heating capacity ()(E) kW . . . . . . . . . . . . . . . . . . . . . . . .
FCCOP class (E) C D C D D
Water flow () l/h                        
Water pressure drop ()(E) kPa                        
Total sound power level                        
Additional coil  - number of rows () dB(A) 

()(E) dB(A)                        
Outlet sound power level ()(E) dB(A)                        
Water content - standard coil dm³ . . .

() Water temperature °C / °C, air temperature dry bulb °C, wet bulb °C (% relative humidity) according to EN: | (2) Water temperature 7°C / 12°C, air temperature dry bulb 27°C, wet bulb 19°C (47% 
relative humidity) | (3) Water temperature 65°C / 55°C, air temperature 20°C | (4) Sound power measured according to standards ISO 3741 and ISO 3742 | (5) Sound pressure measured at a distance of 4 m in a free 
field with a directivity factor of 1 | (E) EUROVENT certified data

FWB-CT/CF

Concealed ceiling unit
with medium ESP

AC fan motor unit for horizontal concealed mounting

 › Compact dimensions, can easily be mounted in a narrow 
ceiling void

 › Heat exchanger up to  rows
 › Drain pan to collect the condensate from: heat exchanger and 
regulating valves -reversible water connections

 › The air filter can easily be removed for cleaning
 › Available static pressure up to Pa at maximum speed

FWB-CT/CF

FWECSA FWTOUCHFWEC,,A

FWECT/T
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